
Hot  
rolled,  
peeled  

or turned

Ground,  
h9 or h8

Ground,  
h7 or h6

Ground,  
h9/h8  

piston rod 
quality

Hot  
rolled

Forged Sawn from 
forged block 

tolerance 
-0/+3mm

Cold  
rolled  
or strip

Hot  
rolled

1.2316

1.3243

1.3343

1.4021 / 420A

1.4021 FRAAMED® medical

1.4028 / 420B

1.4034 / 420C

1.4057 ATMOS® / 431 / ~APX

1.4104 / 430F

440A / ~1.4109

1.4112 SEISMOS® / ~440B

1.4125 / 440C

1.4197 / 420Fmod

1.4301/1.4307 / 304/304L

1.4305 / 303

1.4401/1.4404 / 316/316L

1.4418 / S165M / ~APX4

1.4435 / 316L

1.4441 / 316L implantable

1.4534 / 13-8Mo / XM-13

1.4542 STRATOS® / 17-4PH / 630

1.4545 / 15-5PH / XM-12

1.4548 / 17-4PH - ESU/ESR

1.4571 / 316Ti

1.4980 / A286 / 660

3.7164 KOIOS® high strength

3.7165 / Ti6Al4V-ELI / Grade 23
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PRODUCT OVERVIEW

SHEETFLAT & SQUARE BARROUND BAR


